
No matter what the vehicle’s 
roof slope angle, this leveling 
mounting foot adjusts to 
achieve perfect horizontal  
lightbar alignment. 
___________________________

 
New heavy-duty 11 gauge stainless 
steel permanent mounting brackets 
with 10° adjustable tilt are the  
ideal solution to maximize light  
effectiveness on commercial chassis 
vehicles with sloping roofs.

FEATURES
• Adjust angle of lightbar to optimize 
 light output effectiveness on  
 sloping roofs.
• Ideal for use on large commercial  
 chassis when installing Freedom™, 
 Liberty™ and Justice® lightbars or 
 a Freedom lightbar with a built-on  
 Pioneer floodlight.
• 10° adjustable tilt front and back.
• 11 gauge stainless steel permanent  
 mounting foot.
• Powder coating available.
• Two heights available.
• Slotted bolt keyway for easy  
 adjustment.
•  Includes two piece mounting foot, 

(upper bracket and adjustable lower 
bracket) and applicable hardware.

• Non-scratching rubber pads cushion 
lightbar brackets, protecting vehicle’s 
paint.

• Dimensions: 2-1/2” (64mm) or 4” 
(102mm) H x 14” (356mm) W x 
2-1/2” (64mm) D.

MODELS
MK7SS2 .........Low profile bracket
MK7SS4 .........High profile bracket
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Leveling Mounting Foot
HEAVY-DUTY ADJUSTABLE LIGHTBAR MOUNTING BRACKET
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